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GANANOQUE, ON

129 SOUTH STREET

STONE AND SOUTH CONDOMINIUMS

STONE & SOUTH DEVELOPMENT INC

This design and drawing are the property of The Scott

Wentworth Landscape Group Ltd. and are not to be copied

or used for construction purposes without the Landscape

Architect's   express written consent.

The contractor shall check and verify all dimensions and

report any discrepancies, error, or omissions to the

Landscape Architect prior to commencing work.

Base plan taken from AutoCad drawing provided by CaraCo

Development Corporation dated April 2018.
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2. REVIEW 2014-02-17

3. REVIEW 2014-02-25

4. REVIEW 2014-03-28

Wentworth Landscapes 

13392 Loyalist Parkway R.R.1, Picton ON K0K 2T0 

613.547.3772

5. REVIEW 2018-04-26

AfC 8 Acer freemanii 'Celzam' Celebration Maple 60mm WB

PLANT MATERIAL SCHEDULE

SYMBOL QUANTITY BOTANICAL NAME COMMON NAME SIZE CONDITION REMARKS
Trees

GbP 4 Ginkgo biloba 'Princeton Sentry' Princeton Sentry Maidenhair Tree 60mm WB
PcC 4 Pyrus calleryana 'Capital' Capital Ornamental Pear 60mm WB

AcC 12 Amelanchier canadensis Clump Canadian Serviceberry Clump 125cm 10gal Potted
Shrubs

HG 7 Hemerocallis 'Gentle Shepherd' Gentle Shepherd Daylilly 1gal potted
CaK 13 Calamagrostis acutiflora 'Karl Foerster' Karl Foerster Feather Reed Grass 2gal Potted
Herbaceous Plants

SCALE: 1:200

0 10 405 20

CaE 2 Cornus alba 'Elegantissima' Variegated Silveredge Dogwood 80cm 3gal Potted

SbG 8 Spiraea bumalda 'Goldflame' Goldflame Spirea 60cm 3gal Potted
JhP 13 Juniperus horizontalis 'Prince of Wales' Prince of Wales Juniper 60cm 3gal Potted

Cj 7 Cercidiphyllum japonicum Katsura Tree 60mm CT

6. REVIEW 2018-09-14
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129 SOUTH STREET

STONE AND SOUTH CONDOMINIUMS

STONE & SOUTH DEVELOPMENT INC

This design and drawing are the property of The Scott

Wentworth Landscape Group Ltd. and are not to be copied

or used for construction purposes without the Landscape

Architect's   express written consent.

The contractor shall check and verify all dimensions and

report any discrepancies, error, or omissions to the

Landscape Architect prior to commencing work.

Base plan taken from AutoCad drawing provided by CaraCo

Development Corporation dated April 2018.
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Wentworth Landscapes 

13392 Loyalist Parkway R.R.1, Picton ON K0K 2T0 

613.547.3772

1. REVIEW 2018-04-26

AfC 2 Acer freemanii 'Celzam' Celebration Maple 60mm WB

PLANT MATERIAL SCHEDULE

SYMBOL QUANTITY BOTANICAL NAME COMMON NAME SIZE CONDITION REMARKS
Trees

GbP 2 Ginkgo biloba 'Princeton Sentry' Princeton Sentry Maidenhair Tree 60mm WB

SCALE: 1:200

0 10 405 20

Po 3 Picea omorika Serbian Spruce 180cm WB

2. REVIEW 2018-09-14

AfJ 3 Acer x. freemanii 'Jeffersred' Autumn Blaze Maple 60mm WB

GtS 2 Gleditsia triacanthos 'Skyline' Skyline Locust 60mm CT

AcC 2 Amelanchier canadensis Clump Canadian Serviceberry Clump 125cm 10gal Potted
CaE 12 Cornus alba 'Elegantissima' Variegated Silveredge Dogwood 80cm 3gal Potted

CaK 5 Calamagrostis acutiflora 'Karl Foerster' Karl Foerster Feather Reed Grass 2gal Potted

Shrubs

Herbaceous Plants

SbG 8 Spiraea bumalda 'Goldflame' Goldflame Spirea 60cm 3gal Potted
JhB 19 Juniperus horizontalis 'Blue Chip' Blue Chip Juniper 50cm 3gal Potted
HsA 2 Hibiscus syriacus 'Aphrodite' Rose of Sharon 200cm 5gal Potted

To 20 Thuja occidentalis White Cedar 150cm 7gal Potted



SUPPORT TREE WITH TWO

2500MM T-BARS, PAINTED GREEN

OR BLACK, AND DRIVEN

SECURELY 500MM MIN. INTO

UNDISTURBED GROUND. SECURE

TRUNK ABOVE FIRST SET OF

BRANCHES USING

BIO-DEGRADABLE FABRIC STRAP

WITH GROMMETS AT ENDS FOR

SECURING WITH 12 GALV. WIRE.

TRIPLE MIX GARDEN LOAM OR

SPECIFIED PLANTING MIXTURE,

GENTLY PACK WITH WATER TO

SETTLE SOIL AROUND ROOT BALL

1:25

DECIDUOUS TREE PLANTING

PLANT MATERIAL QUALITY STANDARDS

ALL PLANT MATERIAL TO CONFORM TO THE

LEVELS OF STANDARDS ESTABLISHED BY THE

CANADIAN STANDARDS FOR NURSERY STOCK,

EIGHTH EDITION, PUBLISHED BY THE CANADIAN

NURSERY LANDSCAPE ASSOCIATION.

FINISHED GRADE

PREMIUM SHREDDED PINE BARK

MULCH INSTALLED WITHIN

SAUCER TO 75MM COMPACTED

DEPTH. KEEP MULCH 100MM

AWAY FROM BASE OF TRUNK.

ROOT BALL SET ON FIRMLY

PACKED SOIL TO PREVENT

SETTLING

WRAP TRUNK WITH PERFORATED

PIPE, 600MM LONG

CONSTRUCT 75MM TOPSOIL

SAUCER 150MM BEYOND THE

EDGE OF THE ROOTBALL

PLANTING DEPTH: IN HEAVY CLAY

OR POOR DRAINED SOIL ALL

WOODY PLANTS TO BE PLACED

SO THAT THE ROOT COLLAR IS

POSITIONED 75-100MM HIGHER

THAN THE SURROUNDING GRADE.

PLACE TREE AT HEIGHT SO THAT

ROOT COLLAR IS AT OR SLIGHTLY

HIGHER THAN SURROUNDING

GRADE

CUT AND REMOVE ALL WIRE,

ROPE, BURLAP AND TWINE FROM

AROUND THE TRUNK AND TOP

THIRD OF THE ROOT BALL

PRUNE AT TIME OF PLANTING TO

CAREFULLY REMOVE ALL DEAD,

BROKEN, DAMAGED, AND

INTERFERING BRANCHES. DO NOT

PAINT WOUNDS

WATERING

ENSURE TREES ARE THOROUGHLY WATERED AT

TIME OF PLANTING. CONTINUE WATERING AS

REQUIRED TO PROVIDE ADEQUATE MOISTURE FOR

THE DURATION OF THE SPECIFIED MAINTENANCE

DURING ESTABLISHMENT PERIOD.

DIRECTION OF PREVAILING WINDS

ROOT BALL

GUYING - PLAN VIEW

300

MIN

300

MIN

D1 1:25

SHRUB PLANTING

PLANT MATERIAL QUALITY STANDARDS

ALL PLANT MATERIAL TO CONFORM TO THE LEVELS OF STANDARDS ESTABLISHED BY THE CANADIAN

STANDARDS FOR NURSERY STOCK, EIGHTH EDITION, PUBLISHED BY THE CANADIAN NURSERY

LANDSCAPE ASSOCIATION.

NOTES

-SHRUBS AS DETAILED REPRESENTS BOTH CONIFEROUS AND DECIDUOUS SPECIES

-PLACE MULCH TO EVEN HORIZONTAL GRADE

-SHRUBS PLANTED IN GROUPS SHALL BE SET IN CONTINUOUS PLANTING BEDS

-SHRUB BEDS TO BE BACKFILLED WITH TRIPLE MIX GARDEN LOAM PLANTING MIXTURE AS SPECIFIED

TO A COMPACTED DEPTH OF 450MM

-FIRMLY COMPACTED BACKFILLED PLANTING MIXTURE TO ELIMINATE AIR POCKETS AND PREVENT

SETTLEMENT

WATERING

ENSURE SHRUBS ARE THOROUGHLY WATERED AT TIME OF PLANTING. CONTINUE WATERING AS

REQUIRED TO PROVIDE ADEQUATE MOISTURE FOR THE DURATION OF THE SPECIFIED MAINTENANCE

DURING ESTABLISHMENT PERIOD.

COMPACTED SUBGRADE

PREMIUM SHREDDED PINE

BARK MULCH TO 75MM

COMPACTED DEPTH,

KEEP MULCH AWAY

FROM BASE OF SHRUB

TAMP PLANTING MIXTURE BELOW

ROOT BALL PRIOR TO SETTING

SHRUB AND FILL PLANTING BED

IN COMPACTED 150MM LAYERS

PRUNE AT TIME OF PLANTING TO

REMOVE ALL DAMAGED, DEAD,

OR DISEASED BRANCHES, BEING

CAREFUL TO RETAIN THE

NATURAL SHAPE OF THE PLANT

FINISHED GRADE, ENSURE

BED SLOPES AWAY FROM

BUILDING FOUNDATION

TRIPLE MIX GARDEN LOAM

OR SPECIFIED PLANTING

MIXTURE

MAINTAIN ORIGINAL

GRADE OF PLANT BASE

REMOVE POTTED SHRUBS

FROM POT TAKING CARE

NOT TO DAMAGE ROOTS.

IF BALLED AND

BURLAPPED, CUT AND

REMOVE ALL WIRE, ROPE,

BURLAP AND TWINE FROM

AROUND THE BASE OF

SHRUB AND TOP THIRD OF

ROOT BALL

SCARIFY SURFACE OF

SUB-GRADE

4
5

0

D2
1:25

HERBACEOUS PLANTING

PLANT MATERIAL QUALITY STANDARDS

ALL PLANT MATERIAL TO CONFORM TO THE LEVELS OF STANDARDS ESTABLISHED BY

THE CANADIAN STANDARDS FOR NURSERY STOCK, EIGHTH EDITION, PUBLISHED BY THE

CANADIAN NURSERY LANDSCAPE ASSOCIATION.

NOTES

-PLACE MULCH TO EVEN HORIZONTAL GRADE.

-FIRMLY COMPACTED BACKFILLED TRIPLE MIX GARDEN LOAN OR SPECIFIED PLANTING

MIXTURE TO ELIMINATE AIR POCKETS AND PREVENT SETTLEMENT.

WATERING

ENSURE HERBACEOUS PLANTS ARE THOROUGHLY WATERED AT TIME OF PLANTING.

CONTINUE WATERING AS REQUIRED TO PROVIDE ADEQUATE MOISTURE FOR THE

DURATION OF THE SPECIFIED MAINTENANCE DURING ESTABLISHMENT PERIOD.

PREMIUM SHREDDED PINE BARK

MULCH 75MM  COMPACTED DEPTH,

ENSURE THAT BARK MULCH IS PULLED

AWAY FROM CROWN OF PLANT TO
EXPOSE SOIL

HERBACEOUS PLANT MATERIAL

TRIPLE MIX GARDEN LOAM OR

SPECIFIED PLANTING MIXTURE AS

SPECIFIED

SCARIFY SURFACE OF SUBGRADE

COMPACTED SUBGRADE

4
5

0

D3

3000 MM (TYP.)

C FENCEL

500 MM MIN.
1000 MM MAX.

1500

500 MM MIN.

1000 MM MAX.

1200 MM HIGH

BLACK VINYL CHAIN

LINK FENCE

GROUPING OF

ORNAMENTAL
GRASSES

1500 MM WIDE

ASPHALT WALKWAY

SODDED LAWN

BREAK WALL

ST. LAWRENCE RIVER

1:25

TYPICAL SECTION THRU ASPHALT WALKWAY  
D6

32 MPA CONCRETE PAVING WITH

MEDIUM BROOM SWEPT FINISH.

DIRECTION OF FINISH TO BE

DETERMINED ON SITE. TOOLED

EDGES TO BE SWEPT. REFER TO

LAYOUT PLANS FOR SAWCUT AND

EXPANSION JOINTS LOCATIONS

EXISTING SUB GRADE

COMPACTED

TO 95% S.P.D.

12
5

2
0

0

ENSURE MINIMUM 1.5% SLOPE

GRANULAR 'A' BASE

COMPACTED TO 98%

S.P.D. IN 50MM LIFTS

CONCRETE PAVING
1:10

150

ADJACENT LAWN AREA OR

PLANTING BED, REFER TO LAYOUT

PLANS FOR TREATMENT

D4

CONCRETE UNIT PAVER DETAIL
1:10

ALUMINUM EDGE RESTRAINT WHERE

ABUTTING LAWN AREAS OR

PLANTING BEDS, FASTENED WITH

300MM ARDOX SPIKES, 300MM O.C.

FILL JOINTS WITH POLYMERIC

JOINTING SAND, COLOUR TO BE

DETERMINED

CONCRETE UNIT PAVERS, REFER TO

PAVING PATTERN ABOVE FOR TYPES
AND SIZES

LIMESTONE SCREENING SETTING

BED

GRANULAR 'A' BASE, COMPACTED

TO 98% S.P.D.

EXISTING SUB-BASE COMPACTED TO

95% S.P.D.

100

15
0

3
8

NOT TO SCALE

D5

This design and drawing are the property of The Scott

Wentworth Landscape Group Ltd. and are not to be copied

or used for construction purposes without the Landscape

Architect's express written consent.

The contractor shall check and verify all dimensions and

report any discrepancies, error, or omissions to the

Landscape Architect prior to commencing work.
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