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Plant List

Botanical Name

Common Name

Size Comment
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Trees

Acer ginnala

Sorbus acuparia

Shrubs

Ribes alpinum

60mm WB
50mm WB
60mm WB
50mm WB
50mm WB
50mm WB

Street Keeper Honey Locust
Amur Maple

Bowhall Red Maple

Autumn Brilliance Senviceberry
European Mountain Ash
Katsura Tree

Gledsia tria. inermis Street Keeper

Acer rubrum Bowhall
Amelanchier grand. Autumn Brilliance

Cercidiphyllum japonica

Dwarf Burning Bush

Ottawa Forsythia

Alpine Currant

Dwarf Red-Flowering Spiraea
Red Chokeberry

Jackman Cinqufoil

Diabolo Ninebark

Cutleaf Stephanandra

Euonymus alatus compactus
Forsythia ovata Ottawa

Spiraea jap.Coccinea

Aronia melanocarpa Brillissima
Potentilla fruticosa Jackman
Physocarpus opulifolius Diabolo
Stephanandra crispa

Broadleaf Evergreen
Euonymus fortunei Sarcoxie Sarcoxie Euonymus
Perennials & Grasses
Parthenocissus tricuspidata
Hemmerocalis 'Frans Hals'
Calamagrostis acut. Karl Foester

Frans Hals Day Lily
Karl Foester Grass

60cm uniform
80cm
60cm
40cm
60cm
60cm
60cm
50cm

2gallon [plant against fence

1 gallon
1 gallon
1 gallon
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1. DO NOT ATTACH FENCE TO TREES

2. FENCING TO BE INSTALLED PRIOR TO START OF CONSTRUCTION AND
REMAIN IN PLACE UNTIL THE COMPLETION OF ALL WORK

3. TREE PRESERVATION TO BE IN ACCORDANCE WITH CITY OF KINGSTON
GUIDELINES FOR TREE PRESERVATION & PROTECTION.

WEAVE 6MM ROPE THROUGH
TOP LOOPS OF SNOW FENCE
FOR SUPPORT.

1500

EXTENT OF FENCING TO BE
1500MM BEYOND DRIP LINE

STEEL T-BAR POSTS AT
2400 O.C.

ORANGE SNOW FENCING
SECURED TO T—BARS

EXISTING GRADE

NN )\ N
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SCALE : 1:25

Notes

Contractors must verify all dimensions and be
responsible for same. Report any discrepancies

to the Landscape Architect(s) :

Bardi Vorster (613)331-4040 or

Daina Eliason (613) 888-5205

It is the Contractor's Responsibility To:

Determine the location of all existing services

and obtain necessary stake-outs before excavation.
Use figured dimensions as opposed to scaling

and verify all dimensions and,

- have layout approved by Landscape Architect at the
site before commencing the work.

All drawings and related documents are the copyright property of Vorster Eliason
Landscape Architects and must be returned upon request. Reproduction of the
drawing and related documents in whole or in part is strictly forbidden without
written permission
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REMOVE ALL POTS

PLANTING DEPTHS TO BE THE SAME AS
CONTAINER

EXCAVATE AND REMOVE 300mm
TOPSOIL IN CONTINUOUS BEDS / PLANT
FIRMLY TO AVOID AIR POCKETS
BACKFILL WITH 450mm IMPROVED
TOPSOIL MIX

CREATE 100mm DISH AT EDGE OF BED
/ WATER WELL

MULCH WITH 75mm CEDAR BARK

\L-1/

SCALE : 1:10

TREEGATOR ORIGINAL
WATERING BAG INSTALLED
AS PER MANUFACTURERS
SPECIFICATIONS. ENSURE
ADEQUATE WATER LEVELS
ARE MAINTAINED
THROUGHOUT GROWING
SEASON. REMOVE AFTER
TWO YEARS.

SUPPORT TREE WITH TWO
2500mm T—BARS, PAINTED
GREEN OR BLACK, AND
DRIVEN SECURELY 500mm
MIN. INTO UNDISTURBED

GROUND.

ARBORGUARD TREE
PROTECTOR OR APPROVED
EQUAL

ROOT BALL SET ON FIRMLY
PACKED SOIL TO PREVENT
SETTLING. DO NOT
OVEREXCAVATE.

REMOVE ONLY DEAD,
BROKEN, AND DAMAGED

BRANCHES. DO NOT PAINT
WOUNDS. DIRECTION OF PREVAILING WINDS

SECURE TRUNK ABOVE FIRST
SET OF BRANCHES USING #9
GAUGE GALVANIZED WIRE
AND 2 BIO—DEGRADABLE
STRAPS WHERE CONTACTING

TRUNK. DO NOT TWIST _H__
STRAPS
CUT AND REMOVE ALL WRE, STAKING: PLAN VIEW

ROPE, BURLAP AND TWINE

FROM AROUND THE TRUNK

AND TOP THIRD OF THE

ROOT BALL. NOTES

PREMIUM SHREDDED
EVERGREEN MULCH
INSTALLED WITHIN SAUCER
TO 75mm COMPACTED
DEPTH. KEEP MULCH 100mm
AWAY FROM BASE OF

1200

ROOT FLARE TO BE PLACED

1. 2000 @ MIN MULCH AREA FOR

50mm HIGHER THAN THE TREES.
SURROUNDING GRADE.

CONSTRUCT 75mm TOPSOIL
SAUCER AT 1000MM RADIUS

2. ALL PLANT MATERIAL TO
CONFORM TO THE LEVELS OF
STANDARDS ESTABLISHED BY
THE CANADIAN STANDARDS FOR
NURSERY STOCK, CURRENT
EDITION, PUBLISHED BY THE

FROM TRUNK CANADIAN NURSERY

TRUNK.

THIS TREE DOES NOT REPRESENT ANY PARTICULAR SPECIES

/ 3 \TREE PLANTING WITH GUARD

LANDSCAPE ASSOCIATION.

3. ENSURE TREES ARE
THOROUGHLY WATERED AT TIME
OF PLANTING. CONTINUE
WATERING AS REQUIRED TO
PROVIDE ADEQUATE MOISTURE
FOR THE DURATION OF THE

FINISHED GRADE SPECIFIED WARRANTY PERIOD.

/_..Om PLANTING SOIL MIX

REFER TO SPECIFICATION 32
91 13 TOPSOIL PLACEMENT
AND GRADING. GENTLY
PACK WITH WATER TO
SETTLE SOIL AROUND ROOT

BALL

\L-1/

SCALE : 1:25
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